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CHAPTER 2
PRESENTATI ON OF DATA

2.1 GENERAL.
2.1.1 Standards for Data Presentation.

Unl ess specifically noted in the Statenent of Work (SOWN, the standards
contained in this manual shall be used in the preparation of all docunents. All
desi gners associated with a project and the devel opnent and revi ew of draw ngs,
speci fications, and other data are required to use this Mnual.

2.1.2 Docunent Format and Qui del i nes.

Al'l documents shall be legible and clear |y expressed. Standard fornmat
for presentation for many docunents are prescribed herein. Each docunent
required to be submtted by this manual shall be adequately titled and dated and
show t he stage of the submittal clearly nmarked on the cover sheet. Pages within
a section or chapter of a docunent shall be consecutively nunbered and i ndexed
so that specific information can be easily | ocated.

2.2 APPLI CABLE PUBLI CATI ONS.

Tri-Service A/ E/ C CADD St andards Manual

ER 1110-345-700 Engi neeri ng and Design - Design Anal ysis
2.2.1 Internet.

The Mobile District Engineering Division hone page address is
http://ww. sam usace. arnmy. m | /sanfen/en. htm Upon accessing the Mbile D strict
home page, a list of links to design guides will appear. This Design Manual and
Design Analysis and a access to the Tri-Services Manual as well as other guides
are avail abl e.

2.3 SUBM TTAL REQUI REMENTS.

This section covers the designers deliverables for all submittals.
Al instruction listed below shall be followed unless specified otherwise in the
SON Oher specific instructions are provided in the Statenment of Wrk.

Al 8 ¥ x 11" docunents shall be bound and two-sided copies. Al
drawi ngs subnmitted shall be half size 11" X 17".

2.3.1 Submttal Types.

The above guides are for Project Definition Submttal (10-15%, Concept
Submittal (30-35%, InterimSubmttal (50-65%.

2.3.2 Final Submittal (unreviewed 100%

This submttal represents a 100% conpl ete design for the purpose of
revi ew before the Ready- To- Advertise submittal. The Final submittal shall be
unbound and full size, 22" x 34” black line prints. Half size 11" x 17" prints
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may be subm tted upon approval of the Program Manager. See Chapter 3,
SPECI FI CATIONS for the Final specifications requirenents.

2.3.3 Ready-To-Advertise Reviewed (100%.

This submttal represents a 100% conpl ete design to include any conmments
resulting fromthe review of the Final submttal.

Al'l drawi ngs shall include the contract solicitation nunber, file nunber
and date. This will be provided with the finial review coments. See Chapter
3, SPECI FI CATIONS for the Ready-To-Advertise (RTA) submttal

The RTA drawi ngs shall be subm tted unbound on 22" x 34" vellum sheets
with the emulsion on the front. Provide one set of CADD files as described in
par agraph 2.5.12 Conputer A ded Design and Drafting(CADD)File Subnittals.

2.4 DOCUMENT REVI EW AND COORDI NATI ON.

The designer shall check and coordi nate each submttal for om ssions,
repetition and resolve conflicts. The designer shall prepare the draw ngs and
specifications with the expectation that the construction contractors shall be
able to conpl ete construction wi thout any additional assistance or issuance of
nodi fications to correct design deficiencies. Coordination anong disciplines
and between drawi ngs and specifications is essential.

The gui de specifications contain design information as notes to the
designer. These notes include restrictions and gui delines on the sel ections of
material s and of construction nmethods. They also include details and infor-
mat i on whi ch nust be shown on the drawi ngs. The designer shall coordinate these
notes, drawi ngs and other submittal data with the guide specifications.

2.5 DRAW NGS.
2.5.1 CADD Standards and Nami ng Conventi on.

Al'l drawi ngs shall be created using Conputer Aided Design Drafting nethods in
the | atest version of McroStation or AutoCAD. Al final (RTA) CADD fil es shall
be conpatible with the Mobile Districts target CADD system which is the | atest
version of McroStation. The term“Conpatible” neans that data can be accessed
directly by the target CADD system w t hout translation, preprocessing, or

post processing of the electronic data files. Al synbology for CADD files shall
be in accordance with the | atest version of the A/E/ C CADD Standards Manual .

The Term “ Synbol ogy” neans | evel /|l ayer nanes, color, line weight, and |ine
style. CADD features not addressed in the A/E/ C CADD Standards Manual shall
conformto normal drafting standards.

The CADD standard nami ng convention shall be as described in Chapter 2 of
the A/ E/ C CADD Standards Manual. This shall insure proper nanming of files and
tracking of the project within the Mbile D strict.

CADD files shall be prepared to include the foll ow ng:

(a) CADD files shall have a standard origin as described in
Chapter 3 of the A/E/C CADD Standards Manual .

(b) Graphic elenments placed in the drawi ng nmust have a z-axis of O.
(c) Extraneous graphics outside the border area shall be renobved.
(d) Reference files shall be attached wi thout device or directory

speci fications.
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CADD Fonts.

Only standard fonts described in the A/E/ C CADD St andards Manual or this
Manual are allowed to be used in the creation of CADD files. Preferred text
usage shall be font # 1 “Wrking” for McroStation and “Romans” for Aut oCAD. No
fonts created by third parties or the designer are permtted. Font Mnotext
(Aut oCAD) and Font #0 (McroStation) are not permtted.

2.5.3 Draw ng Package Assenbl age.

Chapter 3 Table 10 of the A/E/C CADD St andards Manual shows the order of
a typical package. Al draw ngs submtted should be properly sequenced.

2.5.4 Drawing Title Bl ocks and Borders.

Typi cal contract drawings will be prepared on sheets 22" x 34" as described in
the A/ E/ C CADD Standards Manual. Exhibit 2-1 provides guidance on filling in
the title blocks. The project title and location will be specified by the
Mobile District PAE. The sheet title assigned by the designer should clearly
define the information contained on that drawing. Al title block information
nmust be as conplete as possible for each subnittal.

2.5.5 Draw ng Layout.

Drawi ngs shall be prepared so that they present conplete information.
Drawi ngs shall be void of unnecessary wasted space, duplicate notes, and
repetitive details. Standard details not applicable to the project shall not be
shown. Details of standard products which are adequately covered in the
speci fications shall not be included on the drawi ngs. Draw ngs shall be
detailed to the extent that an accurate estinate can be prepared. Drawi ngs are
required to neet all drafting standards set forth herein to insure clarity and
legibility when reduce to half size. Drawi ngs, when plotted to full size, shall
use a mninmumtext height of 3/16 inch. Al details shall be titled. Conpl et e
| egends, synbols and |ists of abbreviations shall be placed on the draw ngs so
their meaning is clear.

2.5.6 Drawing Standard Lines Styles and Wdths.

Al CADD design file graphics, line weights and styles, shall be
st andardi zed by the use of the A/E/C CADD Standards Manual Chapter 2
Graphics Concepts. Tables 2, 3 and 4 of Chapter 2 provides these standards.
2.5.7 Draw ng Scal es.

The A/ E/ C CADD St andards Manual describes drawing scale in Metric and the
Custonmary equi val ent (English Standard) in Chapter 2, Table 7.

2.5.8 Drawing Oross Referencing.

Cross-referencing for sections and details shall be based on the sheet
reference nunber in accordance with Exhibit 2-2.

2.5.9 Special Requirenents.

The submittal requirenents for each design stage are |listed el sewhere in
this manual and shall determ ne the appropriateness of the follow ng:

2.5.9.1 Location of Project Elenents.
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To facilitate the |l ocation of project elenments and the coordi nation of
the various drawi ngs, all plans with colum grids shall indicate a columm |ine
or planning grid, and all floor plans (except structural plans) shall show room
number s.

2.5.9.2 Conposite and Key Pl ans.

If plans for a large building or structure nust be placed on two or nore
sheets to maintain proper scale, the total plan shall also be placed on one
sheet at a snaller scale. Appropriate key plans and match |ines shall appear on
segnmented drawi ngs. Key plans shall be used to relate |large scale plans to
total floor plans and for individual buildings to complexes of buildings. Key
pl ans shall be placed in a convenient |ocation and shall indicate represented
pl an area by crosshat ching.

2.5.10 For Information Only Drawi ngs.

When drawi ngs from previ ous contracts are deened necessary for
i nfformati on purposes only, the words "FOR | NFORVATI ON ONLY" shall be printed in
bold letters i nmedi ately above the title block or as near thereto as practical.
The original title blocks shall not be changed. For filing and sequenti al
purposes, a Mbile District file nunber for the new project shall be printed in
the margin below the title bl ock.

2.5.11 Drawi ng Arendnents and Change Orders Revi sions.

The designer may be involved in two types of drawi ng revisions -
amendnents during the adverti sement and/ or change orders after a contract is
awarded. All designers are responsible for preparing anendnents and change
orders which are a result of design errors.

2.5.11.1 Flagging Drawi ng Revi sions.

Al'l Amendnents and Change Order revisions shall be flagged by a
“teardrop” synmbol as shown in Exhibit 2-4. The designer should use sound
j udgnment concerning the location of “teardrops”. Pertinent portions of details,
pl ans, sections or diagrans should be flagged adjacent to the change or revision
with the tip of the teardrop placed towards the change. Each “teardrop” synbol

shal|l al so be sequentially nunbered with 1, 2, 3, etc. |If the drawi ng has not
been previously revised, then all changes shall be given a letter "A" within
each "teardrop" synbol. |f the drawing has been previously revised, the next
succeeding letter shall be used within the "teardrop." For exanple: A draw ng
revised previously by two anendnents; "A" and "B" changes should reflect the
initial and second set of changes to the draw ngs, respectively. The third
change to this drawing would be flagged with "C' "teardrops". The total nunber

of teardrops for the revision and a short description shall be placed in the
revi si on bl ock.

2.5.11.2 Del eted Draw ngs.

When necessary to renove a drawing froman existing adverti sed/ awar ded
contract package, the index drawi ngs shall be flagged with a “teardrop” synbol
on the line of that particular drawing. A line drawn through the listing for
that drawing with the word "Del eted" inserted at the end of the title. The
"Revi sions" block of the index sheet should also be flagged and the del etion
not ed.

2.5.11.3 Added Drawi ngs.



When drawi ngs are added to an existing adverti sed/ awarded contract
project, a “teardrop” shall be placed on the Index of Draw ngs sheet and
adj acent to the added drawi ng. The new draw ngs shall use the existing
nunbering convention with the suffix "A " "B," etc., added to the file nunber.
When the new drawi ng follows the | ast existing drawi ng, the next sequential file
nunber shall be used w thout a suffix.

2.5.11.4 Replaced Drawi ngs.

When drawi ngs supersede originals, the file nunbers on the replaced
drawi ngs shall match exactly the file nunbers of the originals, with one
exception. A ".1" shall be added to the end of file nunber. A " .2" shall be
added if replaced a second tinme; etc.. The Index of Draw ngs shall be revised
to reflect this change. The title block of the replaced drawi ng shall contain
the same information as the original drawing and include a flagged teardrop
synbol adjacent to the title block

2.5.11.5 Drawi ng Revisions on CADD

The desi gner shoul d take special precaution to keep his drawi ng CADD
files up-to-date to reflect the |atest revision whether by anendnent or change
order. No matter how often a CADD drawing i s changed the CADD file nane shall
remain the sane as the original CADD file

2.5.12 CADD( Conmput er Aided Design and Drafting) File Subnmittals.

Al'l Ready-To- Advertise CADD files, amendnents and change orders shall be
submtted on one of the following nedia. Use PKZIP if files are too large for
the di skettes.

Di skettes - "3.5" DS/HD Using "Copy" comrands.

Read/ Wite Optical Disk (CDOs ROM Using "Copy" comrmands.

2.6 DESI GN ANALYSI S.
2.6.1 Media and Fornmat.

The design analysis shall be printed on 8 ¥¥ x 11" paper except when
| arger paper 11" x 17" folded to 8 ¥# by 11" as fold-out is required for graphs
or special calculation forns.

2.6.2 Oganization.

The design anal ysis shall be in a sequential binding order and bound
under a cover indicating the nane of the facility. The title page shall carry
the designation of the submttal. The conplete design analysis presented for
final review w th specifications and drawi ngs shall carry the designation "FI NAL
DESI GN ANALYSIS" on the title page

2.6.3 Design Calculations.

The design cal cul ations shall be presented in a formincorporat ing a
title page and index for each volunme. Wen they are volum nous, they shall be
bound separately fromthe narrative part of the design analysis. A table of
contents, which shall be an index of the indices, shall be furnished when there
is nore than one volune. The source of |oading conditions, sketches,
suppl ementary graphs, formulas, and references shall be identified. Assunptions
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and concl usi ons shall be explained. Calculation sheets shall carry the nanmes or
initials of the person making the cal cul ati ons and the checker and dates.

2.6.4 Automatic Data Processing Systens (ADPS).

When ADPS are used to performdesign calcul ations, the design anal ysis

shall include descriptions of the conputer prograns used and copi es of the ADPS
i nput data and out put sunmaries. [Each set of conputer printouts shall be
preceded by an index and a description of the conputation performed. |If severa

sets of conputations are subnitted, they shall be acconpanied by a general table
of contents in addition to the individual indices. The description, for an ADPS
printout, shall include the foll ow ng:

(a) Explain the design nmethod, assunptions, theories, and fornul ae.

(b) Include applicable diagrans, adequately identified

(c) State exactly the conputation perfornmed by the conputer.

(d) Provide all necessary explanations of the computer printout fornat,
synbol s, and abbrevi ati ons.

(e) Use adequate and consistent notation

(f) Provide sufficient information to permt a check of the results.

2.7 SPECI FI CATI ONS.

For preparation of Specifications; See Chapter 3 of this manual

2.8 COST ESTI MATES

For preparation of Cost Esti mates; See Chapter 19 of this manual

2.9 BOR NG LOGS AND TEST DATA.

Boring logs and | aboratory test data shall be provided in Adobe Acrobat
Port abl e Docunent Format (PDF) files. See Chapter 6 of this manual for
addi tional requirenents.
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SECTION AND DETAIL CROSS REFERENCES

THE FOLLOWING SECTIONING AND DETAILING CONVENTIONS WILL BE USED ON
ALL WORKING DRAWINGS:

SECTION SYMBOLS: ;
e R
|_ -l - |
<2>/A1A3\<3> |

SUBTITLE FOR SECTION VIEW (TYPICAL SECTION LETTER AND SCALE).

SECTION /a0
SCALE: 1/4"-1-0" A-1\|/A-3
& o

DETALL SYMBOL:

SUBTITLE FOR DETALL (TYPICAL DETAIL NUMBER AND SCALE).

DETAIL Y

SCALE: 1/4"-1'-0" A-1]A-3

S ©

NOMENCLATURE :

(D - SECTION OR DETAL IDENTIFICATION (NUMBERS FOR DETALS, LETTERS
FOR SECTIONS).

(2 - SHEET NUMBER FROM WHICH SECTION OR DETAIL IS TAKEN.
(G - SHEET NUMBER ON WHICH SECTION OR DETAIL IS DRAWN.

OPTIONAL:
AN ELLIPTICAL REFERENCE BUBBLE AS SHOWN A
TO THE RIGHT MAY BE USED IN LIEU OF THE CIRCLE
CONVENTION DESCRIBED ABOVE. A'3
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